
To illuminate your lifestyle,  take a professional approach.

Customer service that’s second to none.

Forward thinking lighting solutions.

Reliable, durable products made in the U.S.A.

www.vistapro.com

BEAUTY. USABILITY. SAFETY. SECURITY. VALUE.

Trust Vista Professional OUTDOOR Lighting TO ILLUMINATE YOUR LIFESTYLE.

LTV 0715



WHY VIEWING YOUR HOME 

AND YOUR LIFESTYLE FROM A 

PROFESSIONAL’S PERSPECTIVE  

IS ESSENTIAL.

By day, the architecture of your home and 

surrounding landscape can be admired and 

enjoyed by all. At night, however, your home  

and landscape fade into the darkness.

To make sure your property is properly 

illuminated and becomes the envy of the 

neighborhood, a professional will ask you a  

lot of questions. Your answers make it easier 

for a professional to better understand why 

you want landscape lighting, and how you 

intend to use your exterior property after  

the lighting has been installed.

You have made a substantial investment 

in your home and landscaping. Effectively 

communicating your wants and desires  

about what you would like professional 

outdoor lighting to accomplish will elevate  

the value of this investment, as well as  

enhance your pride of ownership.

Common reasons why people choose professional landscape lighting:

Beautification. Focal points during the day now 

stand out and become more visible. Textures not seen in 

daylight now have eye-catching detail. Architectural features 

of the home can be accented, which brings the home and 

landscape together to create a resort-like feel.

Usability. Landscape lighting enjoyably extends the 

time spent outdoors. Now patios, pools and children’s  

play areas become entertainment venues, or just relaxing 

places to unwind. 

Safe Passage. Hazards such as steps, low-hanging 

or thorny vegetation, abrupt elevation changes or toys in 

a walkway can be avoided with properly placed landscape 

lighting. Even though property owners know their way around, 

guests may not. 

Security. It is a proven fact that a well-lit landscape 

will deter potential intruders by eliminating dark areas 

and shadows that would conceal movement around the 

property. Landscape lighting also allows the homeowner  

and neighbors to see and identify potential intruders.

VALUE. From a personally pleasing perspective,  

landscape lighting not only brings the property to life,  

it brings life to the property. From a practical perspective, 

professionally installed landscape lighting provides an 

excellent return on investment, because it creates a 

marvelous first impression when viewed by family and  

friends or possible prospective buyers.



WHY VISTA PROFESSIONAL  

OUTDOOR LIGHTING IS TRUSTED 

BY MORE PROFESSIONALS TO 

CREATE LASTING IMPRESSIONS.

After asking questions and listening to your 

answers, a professional will put together a 

landscape lighting design for your property. 

The following are different types of lighting 

techniques a professional may factor into 

your design:

To create these techniques, more 

professionals turn to Vista for fixtures, 

lamps and transformers. Not only are 

Vista products of the highest quality and 

manufactured in the United States, the 

fixture designs are expertly crafted to lend  

an air of style and subtle sophistication.  

Gracing landscapes around the world, Vista  

is the professional standard for elegance, 

reliability and lasting satisfaction. 

Up Lighting	 Cross Lighting

Down Lighting	 Path Lighting

Back Lighting	 Silhouette Lighting

Shadowing	 Wall Washing

Grazing	 Mirror Lighting

Highlight or Focal Point	 Safety Lighting

Underwater Lighting 

ILLUMINATING  
INFORMATION

ABOUT  
low-voltage 

LIGHTING

UL-listed Vista transformers convert 120v outlets 
into 12v outlets to power your low-voltage lighting 
system. On average, low-voltage lamps provide 
as much illumination as 120v lamps—and when 
designed into a system—offer greater placement 
flexibility and illumination control. Additionally,  
low-voltage are generally more efficient than  
120v lamps, resulting in energy savings and are  
less expensive to install.

Should the lighting design require supplemental  
120v lighting, your professional will specify and  
install appropriate Vista products to beautifully 
complement your illuminated nightscape.



WHY TURNING TO A 

PROFESSIONAL PLACES YOU  

IN THE BEST POSSIBLE LIGHT. 

YOUR HOME.  
YOUR LIFESTYLE.

Take this professional  
approach to illuminate both.

A professional knows what questions to ask,  

is adept at listening and more than qualified  

to respond with a design that incorporates 

everything you said you wanted your 

landscape lighting to accomplish.

A professional understands exactly what 

fixtures, lamps and transformers to specify, 

exclusively low-voltage or in combination  

with line voltage products. A professional  

is creative, a visionary and an installation  

expert. A professional is adaptable and will  

build expandability into the original design,  

knowing you will want to modify or expand  

your landscape lighting in the years to come.

Above all else, a professional is with you  

every step of the way, doing whatever needs  

to be done to earn your trust.



•	 Die-cast aluminum	
•	 17⁄8 dia.  251⁄4 high	
•	 �ML-4011- ABS ground stake 

incl.
•	 �AC-4011- Architectural canopy 

incl.

4011	 12-Volt	
MR-11 	 35W Max

•	 Die-cast aluminum	
•	 21⁄4 dia.  253⁄8 high	
•	 �ML-4020- ABS ground stake incl.
•	 �AC-4020- Architectural canopy incl.

4020	 12-Volt	
MR-16 	 35W Max

•	 Die-cast aluminum	
•	 4 dia.  283⁄4 high	
•	 �PR-4202- ABS ground stake incl.

4202	 12-Volt	
T3 	 20W Max

•	 Die-cast aluminum	
•	 21⁄4 dia.  253⁄8 high	
•	 �ML-4019- ABS ground stake incl.
•	 �AC-4019- Architectural canopy incl.

4019	 12-Volt	
MR-16 	 35W Max

•	 Die-cast aluminum	
•	 5 dia.  283⁄4 high	
•	 �PR-5202- ABS ground stake incl.

5202	 12-Volt	
T3 	 20W Max

•	 Die-cast aluminum	
•	 4 dia.  123⁄4 high	
•	 �PR-4203- ABS ground stake incl.

4203	 12-Volt	
T3 	 20W Max

•	 Die-cast aluminum	
•	 4 dia.  21 high	
•	 �PR-4204- ABS ground stake incl.

4204	 12-Volt	
T3 	 20W Max

•	 Die-cast aluminum	
•	 41⁄2 dia.  183⁄8 high	
•	 �PR-4206- ABS ground stake incl.

4206	 12-Volt	
T3 or LED	 20W Max

•	 Cast brass	
•	 41⁄2 dia.  183⁄8 high	
•	 PR-4306- ABS ground stake incl.

4306	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 9 dia.  26 high	
•	 �PR-9202- ABS ground stake incl.

9202	 12-Volt	
T3 or LED	 20W Max

•	 Cast brass	
•	 9 dia.  26 high	
•	 �PR-9302- ABS ground stake incl.

9302	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 41⁄2 dia.  281⁄2 high	
•	 �PR-4207- ABS ground stake incl.

4207	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 41⁄2 dia.  281⁄2 high	
•	 �PR-4208- ABS ground stake incl.

4208	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 41⁄2 dia.  281⁄2 high	
•	 �PR-4209- ABS ground stake incl.

4209	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 41⁄2 dia.  281⁄2 high	
•	 �PR-4215- ABS ground stake incl.

4215	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 45⁄8 dia.  173⁄4 high	
•	 �PR-4211- ABS ground stake incl.

4211	 12-Volt	
T3 	 20W Max

•	 Die-cast aluminum	
•	 8 dia.  213⁄4 high	
•	 �PR-9211- ABS ground stake incl.

9211	 12-Volt	
T3 	 20W Max

•	 Die-cast aluminum	
•	 6 dia.  83⁄4 high	
•	 �PR-6216- ABS ground stake incl.

6216	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 6 dia.  12 high	
•	 �PR-6223- ABS ground stake incl.

6223	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 6 dia.  10 high	
•	 �PR-6222- ABS ground stake incl.

6222	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 10 dia.  121⁄2 high	
•	 �PR-9222- ABS ground stake incl.

9222            	           12-Volt	
T3 or LED          	  20W Max

•	 Die-cast aluminum	
•	 6 dia.  181⁄2 high	
•	 �PR-6219- ABS ground stake incl.

6219	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 6 dia.  171⁄4 high	
•	 �PR-7216- ABS ground stake incl.

7216	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 6 dia.  21 high	
•	 �PR-7223- ABS ground stake 

incl.

7223	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 51⁄2 wide  191⁄2 high	
•	 �PR-6217- ABS ground stake incl.

6217	 12-Volt	
T3 	 20W Max

•	 Die-cast aluminum	
•	 51⁄2 wide  81⁄2 high	
•	 �PR-6218- ABS ground stake incl.

6218	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 83⁄8 wide  19 high	
•	 �PR-9218- ABS ground stake incl.

9218	 12-Volt	
T3 	 20W Max

•	 Die-cast aluminum	
•	 83⁄8 wide  11 high	
•	 �PR-9219- ABS ground stake incl.

9219	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 61⁄4 dia.  81⁄8 high	
•	 �PR-7218- ABS ground stake incl.

7218	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 6 dia.  21 high	
•	 �PR-6500- ABS ground stake 

incl.

6500	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 73⁄8 dia.  153⁄4 high	
•	 �PR-4704- ABS ground stake incl.

4704	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 73⁄8 dia.  151⁄2 high	
•	 �PR-4700- ABS ground stake 

incl.

4700	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast & stamped aluminum	
•	 81⁄8 wide  25 high	
•	 �PR-6502- ABS ground stake 

incl.

6502	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast & stamped aluminum	
•	 87⁄8 wide  25 high	
•	 �PR-6504- ABS ground stake 

incl.

6504	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast & stamped aluminum	
•	 81⁄8 wide  25 high	
•	 �PR-6503- ABS ground stake 

incl.

6503	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast & stamped aluminum	
•	 87⁄8 wide  25 high	
•	 �PR-6505- ABS ground stake 

incl.

6505	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast & stamped aluminum	
•	 61⁄2 wide  281⁄4 high	
•	 �PR-6506- ABS ground stake 

incl.

6506	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast & stamped aluminum	
•	 61⁄2 wide  281⁄4 high	
•	 �PR-6508- ABS ground stake incl.

6508	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 7 dia.  26 high	
•	 �PR-6520- ABS ground stake incl.

6520	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 61⁄4 dia.  171⁄8 high	
•	 �PR-7217- ABS ground stake incl.

7217	 12-Volt	
T3 	 20W Max

•	 Die-cast aluminum	
•	 65⁄8 wide  281⁄2 high	
•	 �PR-7210- ABS ground stake incl.

7210	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 65⁄8 wide  281⁄2 high	
•	 �PR-7211- ABS ground stake incl.

7211	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 65⁄8 wide  281⁄2 high	
•	 �PR-7212- ABS ground stake incl.

7212	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 65⁄8 wide  221⁄8 high	
•	 �PR-7206- ABS ground stake 

incl.

7206	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 65⁄8 wide  221⁄8 high	
•	 �PR-7207- ABS ground stake 

incl.

7207	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 65⁄8 wide  221⁄8 high	
•	 �PR-7208- ABS ground stake 

incl.

7208	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 91⁄2 wide  295⁄8 high	
•	 �PR-9250- ABS ground stake 

incl.

9250	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 91⁄2 wide  295⁄8 high	
•	 �PR-9251- ABS ground stake incl.

9251	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 91⁄2 wide  295⁄8 high	
•	 �PR-9252- ABS ground stake 

incl.

9252	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 101⁄4 dia.  151⁄2 high	
•	 �PR-9206- ABS ground stake 

incl.

9206	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 101⁄4 dia.  251⁄2 high	
•	 �PR-9207- ABS ground stake 

incl.

9207	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 101⁄8 dia.  241⁄2 high	
•	 �PR-9260- ABS ground stake 

incl.

9260	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 101⁄8 dia.  241⁄2 high	
•	 �PR-9261- ABS ground stake incl.

9261	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 101⁄8 dia.  241⁄2 high	
•	 �PR-9262- ABS ground stake 

incl.

9262	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 10 dia.  18 high	
•	 �PR-9216- ABS ground stake incl.

9216	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 10 dia.  25 high	
•	 �PR-9217- ABS ground stake incl.

9217	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 81⁄4 dia.  245⁄8 high	
•	 �PR-9215- ABS ground stake incl.

9215	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 81⁄4 dia.  245⁄8 high	
•	 �PR-9266- ABS ground stake 

incl.

9266	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 81⁄4 dia.  245⁄8 high	
•	 �PR-9267- ABS ground stake 

incl.

9267	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 81⁄4 dia.  281⁄2 high	
•	 �PR-9265- ABS ground stake 

incl.

9265	 12-Volt	
T3 or LED	 20W Max
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  Up and Accent Lights

  In-Ground and Well Lights

  Path and Spread Lights

•	 Die-cast aluminum	
•	 6 dia.  203⁄4 high	
•	 �PR-6501- ABS ground stake incl.

6501	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 21⁄4 dia. x 81⁄4 deep	
•	 GR-2219- ABS ground stake incl.	
•	 WR-2219- Wall-mount canopy incl.	
•	 TR-2219- Tree-mount junction box incl.	

2219	 12-Volt	
MR-16 	 50W Max

•	 Die-cast aluminum	
•	 25⁄8 dia. x 77⁄8 deep	
•	 GR-2250- ABS ground stake incl.	
•	 WR-2250- Wall-mount canopy incl.	
•	 TR-2250- Tree-mount junction box incl.

2250	 12-Volt	
MR-16 	 50W Max

•	 Die-cast aluminum	
•	 3 dia. x 61⁄8 deep	
•	 GR-3212- ABS ground stake incl.	
•	 WR-3212- Wall-mount canopy incl.	
•	 TR-3212- Tree-mount junction box incl.

3212	 12-Volt	
T4 	 75W Max

•	 Die-cast aluminum	
•	 3 dia. x 81⁄2 deep	
•	 GR-3213- ABS ground stake incl.	
•	 WR-3213- Wall-mount canopy incl.	
•	 TR-3213- Tree-mount junction box incl.

3213	 12-Volt	
T4 	 75W Max

•	 Die-cast aluminum	
•	 21⁄2 dia. x 71⁄8 deep	
•	 GR-2216- ABS ground stake incl.	
•	 WR-2216- Wall-mount canopy incl.	
•	 TR-2216- Tree-mount junction box incl.

2216	 12-Volt	
MR-16 or LED	 50W Max

•	 Cast brass	
•	 21⁄2 dia. x 61⁄2 deep	
•	 GR-2316- ABS ground stake incl.	
•	 �WB-2316-Solid brass wall-mount canopy incl.
•	 TR-2316- Tree-mount junction box incl.

2316	 12-Volt	
MR-16 or LED	 20W Max

•	 Die-cast aluminum	
•	 21⁄4 dia. x 61⁄8 deep	
•	 GR-2220- ABS ground stake incl.	
•	 WR-2220- Wall-mount canopy incl.	
•	 TR-2220- Tree-mount junction box incl.	

2220	 12-Volt	
MR-16 	 35W Max

•	 Die-cast aluminum	
•	 17⁄8 dia. x 71⁄2 deep	
•	 GR-2211- ABS ground stake incl.	
•	 WR-2211-Wall-mount canopy incl.	
•	 TR-2211-Tree-mount junction box incl.

2211	 12-Volt	
MR-11 	 35W Max

•	 Die-cast aluminum	
•	 15⁄8 dia. x 47⁄8 deep	
•	 GR-2207- ABS ground stake incl.	
•	 WR-2207-Wall-mount canopy incl.	
•	 TR-2207-Tree-mount junction box incl.

2207	 12-Volt	
MR-11 	 20W Max

•	 Die-cast aluminum	
•	 15⁄8 dia. x 35⁄8 deep	
•	 GR-2205- ABS ground stake incl.	
•	 WR-2205-Wall-mount canopy incl.	
•	 TR-2205-Tree-mount junction box incl.

2205	 12-Volt	
MR-11 	 20W Max

•	 Die-cast aluminum	
•	 13⁄8 dia. x 45⁄8 deep	
•	 GR-2203- ABS ground stake incl.	
•	 WR-2203-Wall-mount canopy incl.	
•	 TR-2203-Tree-mount junction box incl.

2203	 12-Volt	
MR-8 	 20W Max

•	 Die-cast aluminum	
•	 13⁄8 dia. x 35⁄8 deep	
•	 GR-2201- ABS ground stake incl.	
•	 WR-2201-Wall-mount canopy incl.	
•	 TR-2201-Tree-mount junction box incl.

2201	 12-Volt	
MR-8 	 20W Max

•	 Die-cast aluminum
•	 17⁄8 dia. x 71⁄2 deep	
•	 GR-2212- ABS ground stake incl.	
•	 WR-2212- Wall-mount canopy incl.	
•	 TR-2212- Tree-mount junction box incl.

2212	 12-Volt	
T3 	 35W Max

•	 Die-cast aluminum
•	 35⁄8 dia. x 61⁄8 deep	
•	 GR-3116- ABS ground stake incl.	
•	 WR-3116- Wall-mount canopy incl.	
•	 TR-3116- Tree-mount junction box incl.

3116	 12-Volt	
MR-16 or LED	 35W Max

•Injection-molded Ryton™ R4 composite
•	 35⁄8 dia. x 61⁄8 deep	
•	 GR-3216- ABS ground stake incl.	
•	 WR-3216- Wall-mount canopy incl.	
•	 TR-3216- Tree-mount junction box incl.

3216	 12-Volt	
MR-16 or LED	 35W Max

•	 Injection-molded Ryton R4™ composite	
•	 21⁄2 dia. x 71⁄8 deep	
•	 GR-2416- ABS ground stake incl.	
•	 WR-2416- Wall-mount canopy incl.	
•	 TR-2416- Tree-mount junction box incl.

2416	 12-Volt	
MR-16 or LED	 35W Max

•	 Injection-molded Ryton™ R4 composite	
•	 37⁄8 dia.  61⁄2 deep	
•	 GR-3250- ABS ground stake incl.	
•	 WR-3250- Wall-mount canopy incl.	
•	 TR-3250- Tree-mount junction box incl.

3250	 12-Volt	
MR-16 or LED	 50W Max

•	Injection-molded Ryton™ R4 composite	
• 37⁄8 dia.  81⁄4 deep	
• GR-3260- ABS ground stake incl.	
• WR-3260- Wall-mount canopy incl.	
•	 TR-3260- Tree-mount junction box incl.

3260	 12-Volt	
MR-16 or LED	 75W Max

•	 Die-cast aluminum	
•	 21⁄4 dia.  8 deep	
•	 �GR-2217- Direct mount- Mounting 

accessories not required

2217	 12-Volt	
MR-11 	 35W Max

•	 Die-cast aluminum	
•	 21⁄4 dia.  9 deep	
•	 �GR-2218- Direct mount- Mounting 

accessories not required

2218	 12-Volt	
MR-16 	 35W Max

•	 Die-cast aluminum	
•	 53⁄4 dia.  71⁄4 deep	
•	 GR-5236- ABS ground stake incl.	
•	 WR-5236- Wall-mount canopy incl.	
•	 TR-5236- Tree-mount junction box incl.

5236	 12-Volt	
PAR36 	 50W Max

•	 Die-cast aluminum	
•	 5 dia.  8 deep	
•	 GR-5237- ABS ground stake incl.	
•	 WR-5237- Wall-mount canopy incl.	
•	 TR-5237- Tree-mount junction box incl.

5237	 12-Volt	
PAR36 	 75W Max

•	 Die-cast aluminum	
•	 5 dia.  101⁄2 deep	
•	 GR-5238- ABS ground stake incl.	
•	 WR-5238- Wall-mount canopy incl.	
•	 TR-5238- Tree-mount junction box incl.

5238	 12-Volt	
PAR36 	 75W Max

•	 Die-cast aluminum	
•	 51⁄4 W  35⁄8 H  47⁄8 D	
•	 GR-5103- ABS ground stake incl.	
•	 WR-5103- Wall-mount canopy incl.	
•	 TR-5103- Tree-mount junction box incl.

5103	 12-Volt	
T4 or LED	 75W Max

•	 Die-cast aluminum	
•	 51⁄4 W  35⁄8 H  47⁄8 D	
•	 GR-5104- ABS ground stake incl.	
•	 WR-5104- Wall-mount canopy incl.	
•	 TR-5104- Tree-mount junction box incl.

5104	 12-Volt	
MR-16 	 50W Max

•	 Die-cast aluminum	
•	 8 W  4 H  47⁄8 D	
•	 GR-5212- ABS ground stake incl.	
•	 WR-5212- Wall-mount canopy incl.	
•	 TR-5212- Tree-mount junction box incl.

5212	 12-Volt	
T4 or LED	 75W Max

•	 Die-cast aluminum	
•	 3 dia.  61⁄8 deep	
•	 GR-3217- ABS ground stake incl.	
•	 WR-3217- Wall-mount canopy incl.	
•	 TR-3217- Tree-mount junction box incl.

3217	 12-Volt	
MR-16 	 50W Max

•	 Die-cast aluminum	
•	 3 dia.  81⁄2 deep	
•	 GR-3218- ABS ground stake incl.	
•	 WR-3218- Wall-mount canopy incl.	
•	 TR-3218- Tree-mount junction box incl.

3218	 12-Volt	
MR-16 	 75W Max

•	 Die-cast aluminum	
•	 4 wide  67⁄8 deep	
•	 GR-3220- ABS ground stake incl.	
•	 WR-3220- Wall-mount canopy incl.	
•	 TR-3220- Tree-mount junction box incl.

3220	 12-Volt	
MR-16 or LED	 75W Max

•	 Injection-molded Ryton™ R4 composite	
•	 51⁄4 W  35⁄8 H  47⁄8 D	
•	 GR-5203- ABS ground stake incl.	
•	 WR-5203- Wall-mount canopy incl.	
•	 TR-5203- Tree-mount junction box incl.

5203	 12-Volt	
T4 or LED	 75W Max

•	 Injection-molded Ryton™ R4 composite	
•	 51⁄4 W  35⁄8 H  47⁄8 D	
•	 GR-5204- ABS ground stake incl.	
•	 WR-5204- Wall-mount canopy incl.	
•	 TR-5204- Tree-mount junction box incl.

5204	 12-Volt	
MR-16 	 50W Max

•	 Injection-molded Ryton R4™ composite	
•	 63⁄4 dia.  8 deep	
•	 GW-5281- In-grade

5281	 12-Volt	
MR-16 or LED	 50W Max

•	 Injection-molded Ryton R4™ composite	
•	 63⁄4 dia.  8 deep	
•	 GW-5282- In-grade

5282	 12-Volt	
MR-16 or LED	 50W Max

•	 Stainless steel/Composite	
•	 63⁄4 dia.  8 deep	
•	 GW-5284-SS- In-grade

5284-SS	 12-Volt	
MR-16 or LED	 50W Max

•	 Stainless steel/Composite	
•	 63⁄4 dia.  8 deep	
•	 GW-5285-SS- In-grade

5285-SS	 12-Volt	
MR-16 or LED	 50W Max

•	 Stainless steel/Composite	
•	 63⁄4 dia.  8 deep	
•	 GW-5286-SS- In-grade

5286-SS	 12-Volt	
MR-16 or LED	 50W Max

•	 Silicone Rubber	
•	 63⁄4 dia.  8 deep	
•	 GW-5241- In-grade

5241	 12-Volt	
PAR36 	 50W Max

•	 Silicone Rubber	
•	 63⁄4 dia.  8 deep	
•	 GW-5240- In-grade

5240	 12-Volt	
PAR36 	 50W Max

•	 Solid brass/Composite	
•	 63⁄4 dia.  8 deep	
•	 GW-5286-CSN- In-grade

5286-CSN	 12-Volt	
MR-16 or LED	 50W Max

•	 Solid brass/Composite	
•	 63⁄4 dia.  8 deep	
•	 GW-5285-CSN- In-grade

5285-CSN	 12-Volt	
MR-16 or LED	 50W Max

•	 Solid brass/Composite	
•	 63⁄4 dia.  8 deep	
•	 GW-5284-CSN- In-grade

5284-CSN	 12-Volt	
MR-16 or LED	 50W Max

•	 Die-cast aluminum	
•	 63⁄4 dia.  8 deep	
•	 GW-5252- In-grade

5252	 12-Volt	
MR-16 	 50W Max

•	 Die-cast aluminum	
•	 63⁄4 dia.  8 deep	
•	 GW-5251- In-grade

5251	 12-Volt	
MR-16 	 50W Max

•	 Die-cast aluminum	
•	 63⁄4 dia.  8 deep	
•	 GW-5250- In-grade

5250	 12-Volt	
MR-16	 50W Max

•	 Silicone Rubber	
•	 63⁄4 dia.  8 deep	
•	 GW-5243- In-grade

5243	 12-Volt	
PAR36	 50W Max

•	 Silicone Rubber	
•	 63⁄4 dia.  8 deep	
•	 GW-5242- In-grade

5242	 12-Volt	
PAR36 	 50W Max

•	 Injection-molded Ryton R4™ composite	
•	 5 dia.  5 deep	
•	 GW-5270- In-grade	
•	 CM-5270- In-grade conduit mount

5270	 12-Volt	
MR-16 or LED	 50W Max

•	 Injection-molded Ryton R4™ composite	
•	 5 dia.  61⁄4 deep	
•	 GW-5271- In-grade	
•	 CM-5271- In-grade conduit mount

5271	 12-Volt	
MR-16 or LED	 50W Max

•	 Injection-molded Ryton R4™ composite	
•	 5 dia.  43⁄4 deep	
•	 GW-5272- In-grade	
•	 CM-5272- In-grade conduit mount

5272	 12-Volt	
MR-16 or LED	 50W Max

•	 Injection-molded Ryton R4™ composite	
•	 5 dia.  61⁄4 deep	
•	 GW-5273- In-grade	
•	 CM-5273- In-grade conduit mount

5273	 12-Volt	
MR-16 or LED	 50W Max

•	 Stainless steel/Composite	
•	 5 dia.  5 deep	
•	 GW-5274-SS- In-grade	
•	 CM-5274-SS- In-grade conduit mount

5274-SS	 12-Volt	
MR-16 or LED	 50W Max

•	 Stainless steel/Composite	
•	 5 dia.  61⁄4 deep	
•	 GW-5275-SS- In-grade	
•	 CM-5275-SS- In-grade conduit mount

5275-SS	 12-Volt	
MR-16 or LED	 50W Max

•	 Stainless steel/Composite	
•	 5 dia.  43⁄4 deep	
•	 GW-5276-SS- In-grade	
•	 CM-5276-SS- In-grade conduit mount

5276-SS	 12-Volt	
MR-16 or LED	 50W Max

•	 Solid brass/Composite	
•	 5 dia.  5 deep	
•	 GW-5274-CSN- In-grade
•	 CM-5274-CSN- In-grade conduit mount

5274-CSN	 12-Volt	
MR-16 or LED	 50W Max

•	 Solid brass/Composite	
•	 5 dia.  61⁄4 deep	
•	 GW-5275-CSN- In-grade	
•	 CM-5275-CSN- In-grade conduit mount

5275-CSN	 12-Volt	
MR-16 or LED	 50W Max

•	 Solid brass/Composite	
•	 5 dia.  43⁄4 deep	
•	 GW-5276-CSN- In-grade	
•	 CM-5276-CSN- In-grade conduit mount

5276-CSN	 12-Volt	
MR-16 or LED	 50W Max

•	 Injection-molded Ryton R4™ composite	
•	 11 L  7 W  71⁄2 D	
•	 GW-5290- In-grade	
•	 CM-5290- In-grade conduit mount

5290	 12-Volt	
MR-16 or LED	 50W Max

•	 Die-cast aluminum	
•	 43⁄4 dia.  41⁄2 deep	
•	 GW-5260- In-grade

5260	 12-Volt	
MR-16	 50W Max

•	 Die-cast aluminum	
•	 43⁄4 dia.  53⁄4 deep	
•	 GW-5261- In-grade

5261	 12-Volt	
MR-16	 50W Max

•	 Die-cast aluminum	
•	 43⁄4 dia.  4 deep	
•	 GW-5262- In-grade

5262	 12-Volt	
MR-16 	 50W Max

•	 Die-cast aluminum	
•	 43⁄4 dia.  51⁄4 deep	
•	 GW-5263- In-grade

5263	 12-Volt	
T3 	 20W Max

•	 Injection-molded Ryton R4™ composite	
•	 63⁄4 dia.  8 deep	
•	 GW-5280- In-grade

5280	 12-Volt	
MR-16 or LED	 50W Max

•	 Die-cast aluminum	
•	 21⁄4 dia. x 67⁄8 deep	
•	 GR-2220-LS- ABS ground stake incl.	
•	 WR-2220-LS- Wall-mount canopy incl.	
•	 TR-2220-LS- Tree-mount jctn box incl.	

2220-LS	 12-Volt	
MR-16 	 35W Max

•	 Die-cast aluminum	
•	 21⁄4 dia. x 101⁄4 deep	
•	 GR-2219-LS- ABS ground stake incl.	
•	 WR-2219-LS- Wall-mount canopy incl.	
•	 TR-2219-LS- Tree-mount jctn box incl.	

2219-LS	 12-Volt	
MR-16 	 50W Max

•	 Die-cast aluminum	
•	 21⁄4 dia. x 103⁄4 deep	
•	 GR-2219-LS-SP- ABS ground stake incl.	
•	 WR-2219-LS-SP- Wall-mount cnpy incl.	
•	 TR-2219-LS-SP- Tree-mount jct box incl.	

2219-LS-SP	 12-Volt	
MR-16 	 50W Max

•	 Injection-molded Ryton R4™ composite	
•	 33⁄4 dia.  73⁄8 deep	
•	 GR-3416- ABS ground stake incl.	
•	 WR-3416- Wall-mount canopy incl.	
•	 TR-3416- Tree-mount junction box incl.

3416	 12-Volt	
MR-16 or LED	 75W Max

•	 Die-cast aluminum	
•	 101⁄4 dia.  21 high	
•	 �PR-6515- ABS ground stake incl.

6515	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast aluminum	
•	 6 dia.  281⁄2 high	
•	 �PR-6558- ABS ground stake 

incl.

6558	 12-Volt	
T3 or LED	 20W Max

Check throughout this brochure for 
the LED available logo, designating 
products that can be ordered with LED 
lamp assemblies.
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•	 Die-cast aluminum	
•	 33⁄4 dia.  73⁄8 deep	
•	 GR-3316- ABS ground stake incl.	
•	 WR-3316- Wall-mount canopy incl.	
•	 TR-3316- Tree-mount junction box incl.

3316	 12-Volt	
MR-16 or LED	 75W Max

NEW

NEW

NEW
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•	 Die-cast aluminum	
•	 6 dia.  283⁄8 high	
•	 �PR-6550- ABS ground stake 

incl.

6550	 12-Volt	
T3 or LED 	 20W Max

•	 Die-cast aluminum	
•	 83⁄4 dia.  21 high	
•	 �PR-6517- ABS ground stake incl.

6517	 12-Volt	
T3 or LED	 20W Max

NEW



•	 Cast and extruded aluminum	
•	 9 dia.  4 high	
•	 �BR-8202- Ground and concrete 

mounting kit incl.

8202	 12-Volt	
T3 or LED	 20W Max

•	 Cast and extruded aluminum	
•	 9 dia.  12 high	
•	 �BR-8203- Ground and concrete 

mounting kit incl.

8203	 12-Volt	
T3 or LED 	 20W Max

•	 Cast and extruded aluminum	
•	 9 dia.  171⁄2 high	
•	 �BR-8204- Ground and concrete 

mounting kit incl.

8204	 12-Volt	
T3 or LED	 20W Max

•	 Cast and extruded aluminum	
•	 9 dia.  261⁄2 high	
•	 �BR-8205- Ground and concrete 

mounting kit incl.

8205	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 6 dia.  141⁄2 high	
•	 �BR-8226- Ground and concrete 

mounting kit incl.

8226	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 6 dia.  211⁄2 high	
•	 �BR-8227- Ground and concrete 

mounting kit incl.

8227	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 6 dia.  301⁄2 high	
•	 �BR-8228- Ground and concrete 

mounting kit incl.

8228	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 6 dia.  131⁄2 high	
•	 �BR-8229- Ground and concrete 

mounting kit incl.

8229	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 6 dia.  201⁄2 high	
•	 �BR-8230- Ground and concrete 

mounting kit incl.

8230	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 6 dia.  291⁄2 high	
•	 �BR-8231- Ground and concrete 

mounting kit incl.

8231	 12-Volt	
T3 or LED	 20W Max

•	 Extruded aluminum	
•	 21⁄2 dia.  16 high	
•	 �BR-2500- Ground and concrete 

mounting kit incl.

2500	 12-Volt	
MR-16 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 7 dia.  257⁄8 high	
•	 �BR-8240- Direct mount

8240	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 10 dia.  193⁄4 high	
•	 BR-9223- Direct mount

9223	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 10 dia.  331⁄4 high	
•	 BR-9224- Direct mount

9224	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 10 dia.  19 high	
•	 BR-9225- Direct mount

9225	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	 10 dia.  311⁄4 high	
•	 BR-9226- Direct mount

9226	 12-Volt	
T3 or LED	 20W Max

•	 Die-cast and extruded aluminum	
•	  7 dia.  257⁄8 high  18 across	
•	 BR-8242- Direct mount

8242	 12-Volt	
T3 (x 2) or LED	 20W Max (x 2)

Vista Professional Outdoor Lighting
  Specialty Lights

  Bollards and Beacons

•	 Solid copper	
•	 41⁄2 dia.  165⁄8 high	
•	 PR-2160- ABS ground stake incl.

2160	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper/Brass	
•	 33⁄8 dia.  161⁄2 high	
•	 PR-2165- ABS ground stake incl.

2165	 12-Volt	
T3 	 20W Max

•	 Stainless steel/Brass	
•	 33⁄8 dia.  161⁄2 high	
•	 PR-2166- ABS ground stake incl.

2166	 12-Volt	
T3 	 20W Max

•	 Stainless steel	
•	 33⁄8 dia.  161⁄2 high	
•	 PR-2167- ABS ground stake incl.

2167	 12-Volt	
T3 	 20W Max

•	 Stainless steel	
•	 41⁄2 dia.  165⁄8 high	
•	 PR-2162- ABS ground stake incl.

2162	 12-Volt	
T3 or LED	 20W Max

•	 Stainless steel/Brass	
•	 41⁄2 dia.  165⁄8 high	
•	 PR-2161- ABS ground stake incl.

2161	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 51⁄2 dia.  165⁄8 high	
•	 PR-2128- ABS ground stake incl.

2128	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 71⁄2 dia.  173⁄8 high	
•	 PR-2129- ABS ground stake incl.

2129	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 51⁄2 dia.  131⁄8 high	
•	 PR-2132- ABS ground stake incl.

2132	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 71⁄2 dia.  173⁄4 high	
•	 PR-2133- ABS ground stake incl.

2133	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 6 dia.  13 high	
•	 PR-2125- ABS ground stake incl.

2125	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 8 dia.  131⁄8 high	
•	 PR-2126- ABS ground stake incl.

2126	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 10 dia.  135⁄8 high	
•	 PR-2127- ABS ground stake incl.

2127	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 7 dia.  131⁄4 high	
•	 PR-2130- ABS ground stake incl.

2130	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 9 dia.  135⁄8 high	
•	 PR-2131- ABS ground stake incl.

2131	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 81⁄8 wide  25 high	
•	 PR-2134- ABS ground stake incl.

2134	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 87⁄ 8 wide  24 high	
•	 PR-2135- ABS ground stake incl.

2135	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 81⁄8 wide  25 high	
•	 PR-2154- ABS ground stake incl.

2154	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 87⁄ 8 wide  241⁄8 high	
•	 PR-2155- ABS ground stake incl.

2155	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 6 wide  281⁄4 high	
•	 PR-2136- ABS ground stake incl.

2136	 12-Volt	
T3 or LED	 20W Max

•	 Solid copper	
•	 61⁄ 2 wide  281⁄4 high	
•	 PR-2137- ABS ground stake incl

2137	 12-Volt	
T3 or LED	 20W Max

  Copper Series

•	 Solid copper	
•	 21⁄8 dia.  151⁄2 high	
•	 �BR-2138- Ground and concrete mounting 

kit incl

2138	 12-Volt	
MR-16 or LED	 35W Max

Constant Power  
True Constant Voltage 

At All Terminals  
Under Maximum Load

TM

•	 Extruded aluminum	
•	 21⁄2 W  41⁄4 H  37⁄8 D	
•	 WR-2221- Wall-mount canopy   	
	 incl.

2221                       12-Volt	
T5                      20W Max

•	 Die-cast aluminum	
•	 21⁄4 dia.  63⁄4 H  41⁄8 D	
•	 DL-2236- Long shrouded

DL-2236                  12-Volt	
MR-16                 35W Max

•	 Die-cast aluminum	
•	 21⁄4 dia.  43⁄4 H  41⁄8 D	
•	 DS-2236- Short shrouded

DS-2236                 12-Volt	
MR-16                 35W Max

•	 Die-cast aluminum	
•	 21⁄4 dia.  63⁄4 H  55⁄8 D	
•	 DL-2237- Long shrouded

DL-2237                 12-Volt	
MR-16                 35W Max

•	 Die-cast aluminum	
•	 21⁄4 dia.  43⁄4 H  55⁄8 D
•	 DS-2237- Short shrouded

DS-2237                 12-Volt	
MR-16                 35W Max

•	 Die-cast aluminum	
•	 21⁄4 dia.  43⁄4 high	
•	 �HT-2238- Brass loop with 

stainless steel cable-hanger incl.

2238                      12-Volt	
MR-16                 35W Max

•	 Die-cast aluminum	
•	 41⁄2 dia.  53⁄4 high	
•	 �HT-4210- Brass loop with 

stainless steel cable-hanger incl.

4210                       12-Volt	
T3 or LED           20W Max

•	 Die-cast aluminum	
•	 41⁄4 dia.  61⁄4 high	
•	 �PHT-4216- Brass loop with 3x-

12 chain incl.

PHT-4216               12-Volt 
T3 or LED           20W Max

•	 Die-cast aluminum	
•	 41⁄4 dia.  61⁄4 high	
•	 �HT-4216- Brass loop with 

stainless steel cable-hanger incl.

4216                       12-Volt	
T3 or LED           20W Max

•	 Die-cast and stamped aluminum	
•	 6 wide  6 high	
•	 �HT-6510- Brass loop with 

stainless steel cable-hanger incl.

6510                       12-Volt	
T3 or LED           20W Max

•	 Die-cast and stamped aluminum	
•	 6 wide  6 high	
•	 �PHT-6510- Brass loop with 3x-

12 chain incl.

PHT-6510               12-Volt	
T3 or LED           20W Max

•	 Die-cast and stamped aluminum	
•	 61⁄2 wide  6 high	
•	 �HT-6512- Brass loop with 

stainless steel cable-hanger incl.

6512                       12-Volt	
T3 or LED           20W Max

•	 Die-cast aluminum	
•	 65⁄8 wide  37⁄8 high	
•	 �HT-7213- Brass loop with 

stainless steel cable-hanger incl.

7213                       12-Volt	
T3 or LED           20W Max

•	 Die-cast aluminum	
•	 81⁄8 dia.  7 high	
•	 HT-9240- Brass loop with 	 	
	 stainless steel cable-hanger incl.

9240                      12-Volt	
T3 or LED           20W Max

•	 Composite	
•	 43⁄4 dia.  53⁄4 high	
•	 UW-4217- Underwater

4217                       12-Volt	
T3 or LED           20W Max

•	 Injection-molded Ryton™ R4 	 	
	 composite	
•	 5 dia.  43⁄4 high	
•	 UW-5217- Underwater

5217                       12-Volt	
MR-16 or LED    50W Max

  Step and Brick Lights

MT-1200 shown 
with optional  
DTC-170 digital 
timer

CTS-1200 shown 
with optional  
TC-112 
mechanical 
timer

MT & CTS Series Transformers   
Available in 300, 600, 900 & 1200 Watts

DIMENSIONS: 17" High x 9" Wide x 51⁄2" Deep.
EXTERIOR CONSTRUCTION: 20-gauge polished,  
top-grade domestic, 304 stainless steel
TRANSFORMER CHARACTERISTICS:
Available Wattage: 300, 600, 900 & 1200 Watts
Primary Voltage: 120 Volts
Secondary Voltage:
MT – 11, 12, 13, 14, and 15 Volts.
CTS – 12 Volts, 300 & 600 watts with high/low settings.
Grounded and isolated with encapsulated core and‑coil.

LED INDICATORS: Industry first red and green 
LED On/Off indicators to facilitate troubleshooting on 
both primary and secondary.
PRIMARY PROTECTION: Auto thermal  
shut-off.
SECONDARY PROTECTION: Resettable high 
performance magnetic circuit breaker. The toggle 
switch may also be used for manual on/off switching.
WIRING:
• 	Removable, swing-down enclosure bottom with 

Adjustable Cable Raceway Feeder (ACRF).
• 	Extra-large terminal strip for multiple low voltage 

cable connections.

• 	Separate accessory terminal strip for easy 
installation of optional photo-cell, motion  
sensor, or other external switching devices.

•	 Large 11⁄4"–2" and multiple 1⁄2"–3⁄4"  
knockouts.

• 	120-volt terminal strip for easy hardwiring.
• 	120-volt accessory receptical for use with  

optional, removable multi-setting mechanical  
(TC-112) 24-hour timer or electronic/ digital  
(DTC-170) 7-day timer.

CERTIFICATION: MT & CTS series transformers 
are UL Listed to U.S. and Canadian safety standards 
for landscape lighting transformers (UL 1838). 

TC -112 DTC-170

FPC-170

FPC-160 RM-150

FPC-150

HP Series Transformers   
Available in 300, 600, 900 & 1200 Watts

DIMENSIONS: 17" High x 9" Wide x 51⁄2" Deep.
EXTERIOR CONSTRUCTION: 20-gauge 
polished, top-grade domestic, 304 stainless steel
TRANSFORMER CHARACTERISTICS:
Available Wattage: 300, 600, 900 & 1200 Watts
Primary Voltage: 120 Volts
Secondary Voltage: 12,13,14,15,16,17,19, 
and‑22‑Volts
Fully grounded and isolated with encapsulated core 
and coil.

WIRING: The HP Series 
Transformers have all the‑wiring 
features of the MT and CTS 
Series plus‑extended, color coded 
terminal leads with removable 
dead front covers for alternative 
hard wiring techniques.

HP-1200 shown with 
optional DTC-170 
digital timer

ITT Series Transformers
Available in 300 & 600 Watts

DIMENSIONS: 11" High  7" Wide  8" Deep.
EXTERIOR CONSTRUCTION: Injection-molded, 
glass reinforced  Ryton™ R4 composite
TRANSFORMER CHARACTERISTICS:
Available Wattage: 300 & 600 Watts
Primary Voltage: 120 Volts
Secondary Voltage: 11, 12, and 13 Volts.
Fully grounded and isolated with encapsulated  
core and coil.
PRIMARY PROTECTION: Auto thermal shut-off.

SECONDARY PROTECTION: 
Resettable high performance  
magnetic circuit breaker.
INSPECTION WINDOW: 
Tempered, shock and heat resis-
tant, soda-lime glass lens for circuit 
breaker inspection.
WIRING: Splice compartment has 
two 3⁄4" NPT conduit entries for through 
wiring and one 1⁄2" NPT entry. Potting 
compound for wiring compartment supplied with unit.
CERTIFICATION: UL Listed to U.S. and Canadian safety 
standards for landscape lighting transformers (UL 1838).

Accessories
TC-112 24-hour plug-in 
mechanical timer with 
multiple on/off settings

DTC-170 Digital 7-
Day Electronic Timer. 
Programming capa-
bilities: 8 on/off switches 
with battery backup

FPC-150 Field-installed 
photocell, swivel mount, 
with color-coded wire 

connectors and plug 
ready wire harness

FPC-160 Field-installed, 
fixed position photocell, 
chassis mount with color-
coded wire connectors

FPC-170 Field-installed 
photocell, swivel mount

RM-150 Solid-state relay 
module for sychronized  
transformer control

•	 Extruded aluminum	
•	 21⁄2 W  41⁄4 H  37⁄8 D	
•	 WR-2222- Wall-mount canopy 	 	
	 incl.

2222                       12-Volt	
T5                       20W Max

•	 Extruded aluminum and 	 	
	 stainless steel	
•	 41⁄2 dia. base  38 long	
•	 FL-4014- Flex light

4014                       12-Volt	
MR-16 or LED    20W Max

•	 Extruded aluminum and 	 	
	 stainless steel	
•	 41⁄2 dia. base  38 long	
•	 FL-4015- Flex light

4015                       12-Volt	
MR-16 or LED    20W Max

•	 Extruded aluminum and 	 	
	 stainless steel	
•	 41⁄2 dia. base  38 long	
•	 FL-4016- Flex light

4016                       12-Volt	
MR-16 or LED    20W Max

•	 Extruded aluminum and 	 	
	 stainless steel	
•	 41⁄2 dia. base  38 long	
•	 FL-4017- Flex light

4017                       12-Volt	
MR-16 or LED    20W Max

•	 Stainless steel with machined 	 	
	 aluminum base	
•	 41⁄2 dia. base  441⁄8 long	
•	 FL-4018- Flex light

4018                       12-Volt	
LED                  20W Max

MADE IN THE U.S.A. SHIPPED IN 24 HOURS

Check throughout this brochure for 
the LED available logo, designating 
products that can be ordered with 
LED lamp assemblies.

A V A I L A B L E
LE D

UL 1838
Made in USA

UL 1838
Made in USA

UL 506
Made in USA

UL 1838
Made in USA

NEW
NEW

NEW
NEW

NEW

2111 
MR-11

12-Volt
35W Max

2116-CSN
MR-16 or LED

12-Volt
35W Max

2116-SS
MR-16 or LED

12-Volt
35W Max

2120-CSN
MR-16 or LED

12-Volt
35W Max

2120-SS
MR-16 or LED

12-Volt
35W Max

2170
MR-16 or LED

12-Volt
50W Max

2171
MR-16 or LED

12-Volt
50W Max

2172
MR-16 or LED

12-Volt
50W Max

2146
T3 (x 2) or LED

12-Volt
20W Max (x 2)

2147
MR-16 or LED

12-Volt
50W Max

2148
MR-16 or LED

12-Volt
50W Max

2149
MR-16 or LED

12-Volt
50W Max

2117
MR-16 or LED

12-Volt
50W Max

2522
MR-16 or LED

 12-Volt
35W Max (x 2)

2521
MR-16 or LED

12-Volt
35W Max

2150
MR-16 or LED

12-Volt
35W Max

2152
T3 or LED

12-Volt
20W Max

2153
T3 or LED

12-Volt
20W Max

2141
T3 or LED

12-Volt
35W Max

2142
T3 or LED

12-Volt
20W Max

2145
T3 (x 2) or LED

12-Volt
20W Max (x 2)

2151
MR-16 or LED

12-Volt
35W Max

•	 Solid copper	
•	 15⁄8 dia.  63⁄8 deep	
•	 GR-2111- ABS ground stake incl.	
•	 �WB-2211-Brass wall-mount canopy incl.

•	 Solid stainless steel	
•	 21⁄8 dia.  73⁄8 deep	
•	 GR-2116- ABS ground stake incl.	
•	 �WB-2216- Brass wall-mount canopy incl.

•	 Solid copper	
•	 21⁄8 dia.  53⁄8 deep	
•	 GR-2120- ABS ground stake incl.	
•	 �WB-2120- Brass wall-mount canopy incl.

•	 Solid stainless steel	
•	 21⁄8 dia.  53⁄8 deep	
•	 GR-2120- ABS ground stake incl.	
•	 �WB-2120- Brass wall-mount canopy incl.

•	 Solid brass/Composite	
•	 5 dia.  5 deep	
•	 GW-2170- In-grade	
•	 CM-2170- In-grade conduit mount

•	 Solid brass/Composite	
•	 5 dia.  61⁄4 deep	
•	 GW-2171- In-grade	
•	 CM-2171- In-grade conduit mount

•	 Solid brass/Composite	
•	 5 dia.  43⁄4 deep	
•	 GW-2172- In-grade	
•	 CM-2172- In-grade conduit mount

•	 Solid copper	
•	 43⁄4 wide  27⁄8 high	
•	 SL-2141- Step light

•	 Solid copper	
•	 43⁄4 wide  27⁄8 high	
•	 SL-2142- Step light

•	 Solid copper	
•	 91⁄8 wide  27⁄8 high	
•	 SL-2145- Step light

•	 Solid copper	
•	 91⁄8 wide  27⁄8 high	
•	 SL-2146- Step light

•	 Solid brass/Composite	
•	 5 dia.  5 deep	
•	 SL-2147- Step light

•	 Solid brass/Composite	
•	 50 dia. 3 61⁄40 deep	
•	 SL-2148- Step light

•	 Solid brass/Composite	
•	 5 dia.  43⁄4 deep	
•	 SL-2149- Step light

•	 Solid brass/Composite	
•	 5 dia.  43⁄4 high	
•	 UW-2117- Underwater

•	 Solid copper	
•	 21⁄2 dia.  61⁄4 H  41⁄2 D	
•	 �WR-2522- Adjustable bracket and 

J-box incl.

•	 Solid copper	
•	 21⁄2 dia.  41⁄2 H  41⁄2 D	
•	 �WR-2521- Adjustable bracket and 

J-box incl.

•	 Solid copper	
•	 21⁄8 dia.  53⁄4 H  51⁄ 2 D	
•	 �DL-2151- Adjustable bracket and 

J-box incl.

•	 Solid copper	
•	 21⁄8 dia.  45⁄8 high	
•	 �HT-2150- Brass loop with stainless 

steel cable-hanger incl.

•	 Solid copper	
•	 6 wide  6 high	
•	 �HT-2152- Brass loop with stainless 

steel cable-hanger incl.

•	 Solid copper	
•	 61⁄2 wide  6 high	
•	 �HT-2153- Brass loop with stainless 

steel cable-hanger incl.

•	 Solid copper	
•	 21⁄8 dia.  73⁄8 deep	
•	 GR-2116- ABS ground stake incl.	
•	 �WB-2216- Brass wall-mount canopy incl.

4241
T3 or LED

12-Volt
20W Max

4242
T3 or LED

12-Volt
20W Max

4245
T3 (x 2) or LED

12-Volt
20W Max (x 2)

4246
T3 (x 2) or LED

12-Volt
20W Max (x 2)

4243
T3 or LED

12-Volt
20W Max

4250
T3 or LED

12-Volt
20W Max

5220
MR-16 or LED

12-Volt
50W Max

5221
MR-16 or LED

12-Volt
50W Max

5222
MR-16 or LED

12-Volt
50W Max

5223
MR-16 or LED

12-Volt
35W Max

5230
T3

12-Volt
20W Max

5231
T3

12-Volt
20W Max

5232
T3

12-Volt
20W Max

5233
T3

12-Volt
20W Max

4260
T3.5 Xenon

12-Volt
10W Max

•	 Die-cast aluminum	
•	 43⁄4 wide  27⁄8 high	
•	 SL-4241- Step light

•	 Die-cast aluminum	
•	 43⁄4 wide  27⁄8 high	
•	 SL-4242- Step light

•	 Die-cast aluminum	
•	 91⁄8 wide  27⁄8 high	
•	 SL-4245- Step light

•	 Die-cast aluminum	
•	 91⁄8 wide  27⁄8 high	
•	 SL-4246- Step light

•	 Stainless Steel	
•	 53⁄4 wide  7⁄8 high	
•	 SL-4260- Step light

•	 Die-cast aluminum	
•	 31⁄4 dia.  17⁄8 deep	
•	 SL-4243- Step light

•	 Die-cast aluminum	
•	 33⁄4 wide  31⁄8 high	
•	 SL-4250- Step light

•	 Injection-molded Ryton composite	
•	 5 dia.  5 deep	
•	 SL-5220- Step light

•	 Injection-molded Ryton composite	
•	 5 dia.  61⁄4 deep	
•	 SL-5221- Step light

•	 Injection-molded Ryton composite	
•	 5 dia.  43⁄4 deep	
•	 SL-5222- Step light

•	 Injection-molded Ryton composite	
•	 5 dia.  61⁄4 deep	
•	 SL-5223- Step light

•	 Die-cast aluminum	
•	 43⁄4 dia.  41⁄2 deep	
•	 SL-5230- Step light

•	 Die-cast aluminum	
•	 43⁄4 dia.  53⁄4 deep	
•	 SL-5231- Step light

•	 Die-cast aluminum	
•	 43⁄4 dia.  4 deep	
•	 SL-5232- Step light

•	 Die-cast aluminum	
•	 43⁄4 dia.  51⁄4 deep	
•	 SL-5233- Step light

NEW

NEW
NEW
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